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FIG. 2B 



AGGREGATE CONTEXT 



PRINTER RESOLUTION = 75-1200 dpi 
COLOR PRINTER SPEED = 3-20 PPM 
MONOCHROME PRINTER SPEED = 8-96 PPM 




DEVICE A 



DEVICE A SPECIFICATION 



RESOLUTION = 600 dpi 
TYPE = MONOCHROME 
SPEED = 64 PPM 



104B 



a^map / 



104A 



I04C 



DEVICE A RELATIONAL CONTEXT 
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DEVICE B 



DEVICE B SPECIFICATION 

RESOLUTION = 1200 dpi 
TYPE = MONOCHROME 
SPEED = 96 PPM 
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DEVICE B RELATIONAL CONTEXT 
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FIG. 3 

DEVICE B COMMUNICATES ITS 
OPERATIONAL SPECIFICATION 
TO THE SERVER 



302-^ THE SERVER UPDATES ITS 
AGGREGATE CONTEXT 



303^ THE SERVER RETURNS A 
CONTEXT MAP TO DEVICE B 



DEVICE B UTILIZES THE RECEIVED 
CONTEXT MAP TO DEVELOP ITS 
RELATIONAL CONTEXT 



DEVICE A REQUESTS CONTEXT 
305 UPDATE FROM THE SERVER 



THE SERVER DETERMINES THAT 
NEW CONTEXT INFORMATION IS 
AVAILABLE FOR DEVICE A 



THE SERVER COMMUNICATES A 
307^ NEW CONTEXT MAP TO DEVICE A 



DEVICE A UTILIZES THE RECEIVED 
CONTEXT MAP TO UPDATE ITS 
RELATIONAL CONTEXT 



